TYPE APPROVAL CERTIFICATE
ELE358815CS001

This is to cemfy that the px aduci‘ hemw is fcmmi to be in compimnce mth the apphcable reqmrement& _
: - ' of the RINA type approval system s :

{ Description

1 Type i =

| Applicant FINDER SpA o
I R Dmbxaglm 147

10640 Almese {TO)
' }tﬁij '

| Manufacturer FINDER SpA
o Via Drubiaglio 14

10040 Almese ('m)
Ttaly o

Testing Standard 1EC 61510-1:20&8:-'_3':_ 5

Issued in Genova, October 29 2015~ This certificate is valid until October 29, 2020
e e ;.
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RI%\A Services S.p A,

Valerio Bonanni

1/3
Genova, Getober 29, 2015

RENA Services S.p.A.
Via Corsica, 12 - 16128 Genova




.."_3:-.._hbb coil voitage {e.c. 006-6 Va_c 009= 9, V¢
DR = contact material (0= Ag,Nz 2= AngO
. contact-gircuit (0= CO, 3= NO)

©* Contact material’ /

’E‘Y?E @W ROVAL CE 'E‘M@ME
Mmggmmm

Series 40, Monostable electric ailnobnqt:h_ing--:rei’a}g "':f'éx:":::_uij{'_ﬁib’u'nting.p.osit_ion.

Mad_éis: R AT
403173 40318; 40.31.9; 40.51.7; 40.51.8; 40.51.9

Block Numeration _
'40 _Labbb. cdef =

al7= chOQmW 8= AC L1 VA: 9= de 650 w

&5 el tec'h'z'_zq_l'ﬂ:gy classification (00= RT

= Techn;cal data -
el Number of poles 1. _
' ge: 230 Vac 30 de i
nt: 10 A~ 250 Vac, 10 A - 30 Vdc, T
oNi, AgCdO, AgNwAu
. Type ofi interruption: micro-disconnection. .
-Electrical endurance: 100,000 cycles. -
Ambient temperature range: “4OOCI+85°C
. Thermalclass: ¥ Lo
: TechnoEogy c]ae-;;hcaimn RT H RT’

- Rated coil voltage (Vac): 6.9.12,24. 4 48, 60, 100
__Raled cmi voitage (Vdc) 4, “3} é 7 9, 1_, 14_"'_18_

Modeis L :
'40 sz 7 40, szs 4&529

Block Numersation

- 40.52.a. bbb cdef

a: coil version 7 de 500 mW; 8= AC 1,1 'V'A 9 ="dc¢ 65@ mWw
bbb: coil voliage {(e.g. 006= 6 Vac, 009=9 Vdc, 110=110 Vac, ete.)
o contact material (0= AgNi, 2= AgCd0, 5= AgNi+Au)

d: contact circuit {0= CQ, 3= NQG)

ef: technology classification (00= RTII, 01= RTUD)
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TYPE APPROVAL CERTIFICATE
HILI358815CS001

Technical data

Number of poles: 2 ; Rated contact voltage 256 Vg, 30 Ve, s
Rated contact current: 8 A - 250" Vac, §°A - 30 Vdc 3.6 A-250 Vac cebtp {) 4 N
Contact material: AgNi, AgCdO, Agnl+Au, :
Type of interruption: micro-disconnection.
Electrical endurance: 100.000 cycles.
Arbient temperatm’e s’ange -40°C1’+8’3°C
Thermal class; F. .

Technology ciassiﬁcataon RT: H RT HI

. Rated coil voltage (Vac): 6,9, 12, 24, 42,48, ﬁof’;'ec’, 110 115 120,125, 200,230, 240,
= Raredcmimnag,e (Vaoy4.5, 6.7, 9.12,14, 18, 21,24, 28,36, 48, 60, 80, 90,110, 125, 145

o Mudels.
) -246 61 7 49 61 8: 40.61.9

._ . Block nmneratmn :
4051abbbcdet

a: 7 dc 500 mW B=acl, 1VA 9 dc 650111W
* bbby co:l \fo}tage {e.g. 006= 6 Vae, 009=9 Vde, 110

¢; contact material (0= AgCdO, 4= AﬂSnO”J‘)
. d: contact circuit (0= CO, 3= NO) '
. "ei tec}moiog__y claesmcanon {00— RTII, {)1"“ RTHE)

' ’i‘cchmcai éam _

. Number of pole% 1: Rated contact vol age: 250.7
Rated consact current 16 A - 250'Vac, 16 A - 30'Vdc 1 _
Contact matetial: “AgCdO, AgSn02. i
Type of interruption: microsdisconnection.

Electrical endurante: 1{)0 000 cycles AgCdO, 50.000 cycie‘; AgSnOZ
Ambient temperature range ~40°C +85°C.

Thermal class: F

Technology cla%lﬁcanon RT II RT L

Rated coil voltage {Vac): 6, 9, 12 24, 42 48, 60 100 110, 115, 120, 125 260, 230 240
Rated coil voltage (Vde): 4, 5,6, 7,9, 12,14, 18, 21,24, 28,36, 48, 60, 80,.90, 110, 125, 145.

Test reports

IMQ Test Report n® 021300036 {30.11.2009)
IMQ Test Report n® 021.J00036/1 (30.11.2009)
M Test Report n® 021.100036/2 (30.11.2009)

General remark
Use and installation to be in accordance with the manufacturer instructions.
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